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Dear customer, 

thank you for your confidence in our products! This installation guide was created with utmost care and is 

regularly revised. We can´t garantuee that this document is complete and free of errors or mistakes. 

If you find any errors or have any difficulties, please let us know. 

Thanks a lot! 

Your speedsignal support team 
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Safety Instructions 

The installation of this product should only be carried out by trained specialist personnel and in accordance with 

this manual. 

speedsignal GmbH cannot accept any liability for injury to persons or damage to property from errors or mistakes 

in this operating manual. 

 

Please disconnect the battery before you start with the installation. During montage all additional supply lines 

must be secured pursuant to their cross section and cable length. (DIN VDE 0298-4) 

 

Descriptions 

 

RunLock is an electrical circuit for vehicles, which enables you to remove the ignition key without switching of the 

engine. According to vehicle type and equipment you can even lock the doors without interrupting the engine run. 

Primarily it is intended for the use within authority vehicles in exercise of their duties. 

For the installation into other vehicles (not authority) we point out that an unnecessary engine run is forbidden by 

law in many countries such as in Germany according to StVO §30. 

 

Scope of Delivery:       Tools Required: 
  

 

                              

            

    
 

Interface        Relay Box      Cable Sets       RunLock-Button          Torx-Screwdriver          Removal Tool          Drill         Soldering Iron                      

 

TX 20 Ø 12mm 



 

Installation Guide:                                  
 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Disconnect the battery       Remove the side cover                      Remove screws                                                                                                                

                         

 
Pull the cover forwards                                  Loosen screws on the switch unit    

 

 

Tap Points               
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Point A 
Point (Clutch switch on the left) 2 point Plug blue:    white 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Point (A) Clutch switch  (Pedal, below) 
 

Point B 
Point RunLock (B), Ignition Lock 6 point Plug white red + white  

 

 

 

 

 

 

 

 

 

 

 

                             

 

Point (B) Remove the 6 point Plug at the                                            Connect the red and the black cable to the 

Ignition Lock                                                                                              Solder the appropriate cables 

 

Point C 
Point BCM Control Unit Multi point plug black  

 

 

 

 

 

 

 

 

 

 

 

Point (C) remove black              Untangle cables green          Attach red,blue,yellow  

plug at BCM                                 connector pink (1), blue (3),    cables from the  cable set                                  

               brown connector yellow (3)     respective 

 

Connection Diagram               
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Connect the 6- and 8-pin plugs into the interface. 

Here you can get an overview of the wiring outward of the interface. 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Battery               Ignition Lock                 Clutch Switch          RunLock-Buttons        Connector housing                                                                                                                                                                   

 

 

 

Please disconnect the battery before installation. When installing, all additional supply cables must be protected 

according to their cross-section and their cable length. (DIN VDE 0298-4) 

 

 

Pin Assignment               
 





 

For a successful activation of the RunLock please observe the following procedure:  

 

1. start the engine  

2. pull the hand brake  

3. shift into neutral / automatic: switch to parking position  

4. remove your feet from the pedals  

5. push the RunLock button  

6. remove key  

7. get out of car  

8. lock the doors of vehicle  

 

For deactivating RunLock please observe following procedure:  

 

1. unlock the vehicle doors  

2. insert the key in the ignition switch and turn it to position II  

3. push the RunLock button  

 

The procedure changes if the vehicle has a keyless-go-function:  

For a successful activation of the RunLock please observe the following procedure:  

 

1. start the engine  

2. pull the hand brake  

3. shift into neutral / automatic: switch to parking position  

4. remove your feet from the pedals  

5. push the RunLock button  

6. get out of car  

7. lock the doors of vehicle  

 

For deactivating RunLock please observe following procedure:  

 

1. unlock the vehicle doors  

2. push the RunLock button  

 

The engine will shut off if you touch the pedals before you deactivate the RunLock and/or insert key to ignition 

switch to position II.  

For security reasons the engine will always shut off after deactivating the RunLock on vehicles with keyless-go-

function.  

 

illumination and flashing behaviour of RunLock button:  

 

� button flashes: All conditions for activating the RunLock are fulfilled.  

� button illuminates constantly: RunLock is activated successfully  

� button does not illuminate: RunLock is deactivated successfully  

 

 

 

 

 

Warranty Conditions 



 

speedsignal GmbH guarantees within the legal deadline of 2 years from the original date of purchase that this pro-

duct is free from defects in material and workmanship as long as this product was installed similar to our installati-

on guide.  

 

If repairs of processing errors or malfunctions of this product are neccessary within the warranty period, speedsig-

nal will repair the product or replace it with a flawless product. To be able to assert the benefit of these provisions, 

you need the proof of purchase.  

 

Warranty claim and operating license lapses:  

 

� unauthorised changes on the device or accessory  

� self-initiated repairs at the device  

� improper use or operation  

� violent impacts to the device (fall down, wanton destruction, accident, etc.)  

 

For installation please notice all safety and legal regulations.  

 

When installing electronic assemblies into vehicles please note the installation guidelines and warranty conditions 

of the vehicle manufacturer.  

 

In any case you have to inform the principal (vehicle owner) about the installation of this interface and about all 

risks.  

 

It is therefore recommended to get in contact with the vehicle manufacturer or with an authorized workshop to 

exclude any risks. 

 

 

Service: 

 

Telephone support:  +49 8061 49518 – 0 
 

Monday to Friday   8:00 a.m. till 6:00 p.m. 

 

Opening hours: 
 

Monday to Friday   8:00 a.m. till 6:00 p.m. 

MEZ (UTC +1h) 

    MESZ (UTC +2h) 
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